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YARN
British Sheep Breeds Boucle
A  Light Brown Masham 221 
  3 x 100gm
B  Dark Brown Masham 223 
  2 x 100gm

NEEDLES
1 pair 7mm (no 2) (US 101/2) needles

EXTRAS - 60 cm by 40 cm piece of tightly woven fabric for liner, 
and sand (or dried peas or lentils) for filling

TENSION 
13 sts and 19 rows to 10 cm measured over patt using 7mm 
(US 101/2) needles before felting.

FINISHED SIZE
Completed doorstop is a 17 cm (61/2 in) cube.

Pattern note: When working patt, all slipped sts should be worked 
with yarn held at WRONG side of work - this is back of work on 
RS rows, and front of work on WS rows.

PANEL (make 6)
Using 7mm (US 101/2) needles and yarn A cast on 24 sts.
Row 1 (RS): Using yarn A, knit.
Row 2: Using yarn A, purl.
Row 3: Using yarn B, K12, (sl 1 - see pattern note, K1) 6 times.
Row 4: Using yarn B, (K1, sl 1 - see pattern note) 6 times, P12.
Rows 5 to 12: As rows 1 to 4, twice.

Row 13: Using yarn A, knit.
Row 14: Using yarn A, purl.
Row 15: Using yarn B, (K1, sl 1) 6 times, K12.
Row 16: Using yarn B, P12, (sl 1, K1) 6 times.
Rows 17 to 24: As rows 13 to 16, twice.
These 24 rows form patt.
Cont in patt for a further 14 rows, ending with RS facing for next 
row.
Cast off.

HANDLE
Using 7mm (US 101/2) needles and yarn A cast on 40 sts.
Beg with a K row, work in st st for 10 rows, ending with RS facing 
for next row.
Cast off.

MAKING UP
Hot machine wash all pieces to shrink and felt them. Whilst still 
damp, ease each panel into a perfect 17 cm square, and handle into 
a strip 4 cm by 25 cm. Leave to dry naturally, and then press as 
described on the information page.
From fabric for liner, cut six 20 cm squares. Taking 1.5 cm seams, 
sew these squares together to form a cube, leaving one seam open. 
Turn liner RS out and fill with sand (or dried peas or lentils) until 
liner is firmly filled, ensuring the filled liner retains its cube shape. 
Close last seam. 
Join 4 panels along row-end edges to form sides of cover for cube. 
Attach another panel to cast-off edges of joined side panels, inserting 
ends of handle in seam as in photograph. Cover liner with these 5 
joined panels, then attach rem panel to cast-on edges of joined side 
panels to form base.
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